
Y14 – Encoders
1 – CH0 – A
2 – CH0 – B
3 – CH1 – A
4 – CH1 – B
5 – IN1
6 – IN2
7 – IN3
8 – J2 Selected

M2 – Si4703 Module
1:4 Not used
5 – I2C SCLK
6 – I2C SDA
7 – GND
8 - +3.3V

Y16 – Analog expansion port
1 – ADC4
2 – ADC5
3 – ADC6
4 – ADC7
5 – DAC2
6 – DAC3
7 – GND
8 – GND
9 – PF12
10 – PF13
11 – PF14
12 – PF15
13 – PWM3
14 – PWM4
15 – PWM5
16 – PWM6

Y8 – MP3 Speaker
1 – SPK1
2 – SPK2

Y11 – Microphones Input
1 - +5V
2 - +5V
3 – LEFT INPUT
4 – RIGHT INPUT
5 – GND
6 - GND
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Y4 – To Power Amplifier
1 – Right channel
2 – GND
3 – Left channel
4 - GND

Y5 – User supply
1 – VIN
2 – GND
3 – GND
4 – VOUT
5 + 5V
6 + 5V

VOUT regulation

Y3 – Display port
1 - +5V
2 - +5V
3 – I2C SCL
4 – I2C SDA
5 – PWM0
6 – PWM1
7 – PWM2
8 - GND

Y7 – Expansion port
1 – J1 Power selection
2 – MISO
3 – MOSI
4 - \SEL0
5 – SCLK
6 – GND
7 – I2C SCL
8 – I2C SDA

Y15 – Serial port
1 - +3.3V Filtered
2 – ERXD0
3 – TXD0
4 - \RESIN
5 – P2
6 – P3
7 – P4
8 - GND

Y6 – WS2812 5050 LED
1 – OUT 1
2 – GND
3 – OUT 2
4 - GND

Y1 – Audio input
1 – Left SI4703
2 – Right SI4703
3 – Aux Left
4 – Aux Right
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